
Product Specifications

 
Pre-Configured Labels

SS 55100 18I1

• Patented smart barcode system

• Tracks cumulative temperature above threshold

• Irreversible barcode change provides discreet 

temperature data

• Simple pull-tab activation provides a positive 

‘ON’ reading

• Serial numbers on each label for traceability

• Link serial number to customer order number or product 

UPC code

• Download free Cold Chain iToken™ Scanner application

• Scan with barcode readers or Smart phones 

(iPhone, Android)

• Standard, pre-configured messages sent back to scanner

Threshold 
Temperature 32°F/0°C

Quality Code Events

Event 1 Label Not Activated
(START tab not pulled)

Event 2 Label Activated
(no temperature abuse)

Event 3 Threshold Temperature 32°F / 0°C has 
been reached ( ±15 minutes)

Event 4
Accumulated temperature abuse of 4 
Hours above 32°F / 0°C
( ±30 minutes)

Accuracy: 
Temperature ± 2°F /1°C, ±30 minutes

Dimensions 47mm x 78 mm (1.8 in x 3 in)

Shelf Life, 
Unactivated

1 year+, if under recommended storage 
conditions

Recommended 
Storage, 
Unactivated

6°F/3°C below response temperature, 
between 20-60% RH, away from heat 
sources (vents, pipes, etc.). 

Effective Shelf 
Life After 
Activation

3 Years

DeltaTrak manufactures products under an ISO 9001:2015 
registered quality management system

Model 55100

32°F/0°C 
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